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PREFACE  

This book contains all manuscripts approved by the reviewers and the organizing committee of the 

12th International Conference on Computational Fluid Dynamics  in the Oil & Gas, Metallurgical and 

Process Industries. The conference was hosted by SINTEF in Trondheim in May/June 2017 and is also 

known as CFD2017 for short. The conference series was initiated by CSIRO and Phil Schwarz in 1997. 

So far the conference has been alternating between CSIRO  in Melbourne and SINTEF  in Trondheim. 

The conferences  focuses on  the application of CFD  in  the oil and gas  industries, metal production, 

mineral processing, power generation, chemicals and other process industries. In addition pragmatic 

modelling  concepts  and  bio‐mechanical  applications  have  become  an  important  part  of  the 

conference. The papers in this book demonstrate the current progress in applied CFD.  

The conference papers undergo a review process involving two experts. Only papers accepted by the 

reviewers  are  included  in  the  proceedings.  108  contributions were  presented  at  the  conference 

together with  six  keynote presentations. A majority of  these  contributions  are presented by  their 

manuscript in this collection (a few were granted to present without an accompanying manuscript).  

The organizing committee would like to thank everyone who has helped with review of manuscripts, 

all  those who  helped  to  promote  the  conference  and  all  authors who  have  submitted  scientific 

contributions. We are also grateful for the support from the conference sponsors: ANSYS, SFI Metal 

Production and NanoSim. 

Stein Tore Johansen & Jan Erik Olsen 
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ABSTRACT
This paper deals with the modelling of steel melting process during
TIG welding operations on the nuclear power plants. The issue of
the quality assurance of welding operations on some components is
of great importance for the nuclear safety management. However,
there are many parameters involved in the process which makes
the uncertainty of the whole operation important. Moreover, some
repair operations make impossible the quality control of the final
weld bead. This is the case of one such a weld this study focus on.
A way to ensure the quality of such weld beads could be based on
the weld pool shape prediction by the numerical simulation. Thus,
giving the operating parameters such as arc energy distribution, the
flow simulation inside the weld pool could provide the information
on the final weld pool dimensions.

The model describing the metal flow during the welding process de-
veloped in this work is based on the classical MHD and the enthalpy
equations. Yet, the flow in the weld pool is mainly governed by vari-
able surface tension force, the phenomenon known as Marangoni
effect. The surface tension variation is in this case highly depen-
dent on the thermal and the surfactant concentration gradients. In
order to better evaluate this force, in this work, we present a new for-
mulation of transport-reaction equations for surfactant and relative
species in the molten steel. Moreover, this model takes into account
species chemical reaction and evaporation. This allows mass frac-
tions and gradients computation at the weld pool surface, and by
this mean a better prediction of the surface tension force in case of
variable chemical composition. The results of the simulations are
compared to experimental data on the weld pool dimensions.

Keywords: Surfactants and interface, CFD, Free surface flow,
MHD, Casting and solidification .

NOMENCLATURE

Greek Symbols
β Thermal expantion coefficient, [1/K]
Γs Excess of S concentration in solute, [kg·mol/m2]
γ Surface tension force, [N/m]
γ0

m Surface tension of a pure metal at Tf , [N/m]
ε Emissivity of the weld pool surface, [1]
η Yield of the TIG process, [1]
λ Thermal conductivity, [W/m·K]
µ Dynamic viscosity, [kg/ms]
µ0 Vacuum permeability, [V ·s/A·m]
ρ Mass density, [kg/m3]

ρre f Density of the steel at the liquidus temperature, [kg/m3]
σ Electrical conductivity, [Ohm ·m]
σSB Stefan-Boltzmann constant, [W/m2·K4]

Latin Symbols
A Magnetic potential, [V ·s/m]
Ã Thermal surface tension gradient for a pure material,

[N/(m·K)]
as Sulfur activity, [1]
B Magnetic field, [T ]
Cp Specific heat, [J/K]
c Vector of mass concentrations, [kg/m3]
cs Sulfur mass concentration, [kg/m3]
Di

j Diffusion coefficient of species i in solute j, [m2/s]

Di
0 Frequency factor for species i, [m2/s]

E Electric field, [V ]
Fb Buoyancy, [Pa/m]
fl Liquid fraction, [1]
g Gravity, [m/s2]
H Total enthalpy, [J].
∆ H Heat of adsorption, [J/(kg·mol)]
∆ HCr

S Partial molar enthalpy of Cr-S interaction, [J]
h Specific enthalpy, [J/kg]
h̃ Convective exchange coefficient, [W/m2·K]
I Current intensity, [A]
j Current density, [A/m2]
k Segregation entropy factor, [1]
n Outward nomal vector, [m]
PR Electric potential, [V ]
p Pressure, [Pa]
Qi Activation energy for i-species, [J/mol]
R Gas constant, [J/mol·K]
r Distance from heat source, [m]
rH Heat source dispersion, [m]
rJ Current source dispersion, [m]
Su

R Carman-Kozeny term, [Pa/m]
T Temperature, [K]
Tf Melting point, [K]
Tl Liquidus temperature, [K]
Tre f Reference temperature, [K]
Ts Solidus temperature, [K]
T0 Ambient temperature, [K]
t time, [s]
U Current tension, [V ]
u Fluid velocity, [m/s]
v Welding torch speed, [m/s]
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x Space coordinates vector, [m]
Yi i-species mass fraction, [1]

Sub/superscripts
Cr Chromium
Fe Iron
Mn Manganese
S Sulfur

INTRODUCTION

This paper is aimed at proposing a new modelling of reacting
metal flow formed in the weld pool during Tungsten Inert
Gas (TIG) welding operations. Welding being one of the
most used repair processes in nuclear engineering, the
quality assessment of weld beads appears to be one of the
important issues both from nuclear safety and industrial
costs points of view. For instance, we are interested in
reproducing numerically one such a weld found on French
nuclear power plants. This weld appears to be difficult to
control and reproduce experimentally due to local variations
in chemical composition of welded materials. Moreover,
the process make impossible the weld quality control upside
down the pieces so that some internal defects could remain
unrevealed. Till today, several experimental studies were
made in order to understand and reproduce the most critical
of those, but these attempts have been mostly unsuccessful.

An alternative approach to tackle this problem could be
based on the weld pool shape predictions using numerical
simulation tools. The model the most widely used to predict
the flow pattern in the weld pool is based on the unsteady
MHD equations taking into account the Marangoni effect
which consists in modelling the surface tension force as
a function of temperature and of surfactant concentration
on the weld pool surface (Belton, 1976; Heiple and Roper,
1982; Sahoo et al., 1988; McNallan and DebRoy, 1991;
Mills et al., 1998; Sampath and Zabaras, 2001).

However, these simulations were only successful in the
case of constant chemical composition. In fact, in most
practical situations, when two or more different materials
are welded, the local variation of the surfactant content
causes the modification of the flow characteristics, and an
important difference on the weld pool shape may appear.
This is for instance the case for sulfur which is known
to modify the surface tension of the molten steel. It was
found that the surface tension variation with the temperature
is non monotonous and highly dependent on the sulfur
concentration and its gradient. Moreover, the sulfur concen-
tration in the liquid steel varies with the time and with the
temperature since sulfur may create solid inclusions with
manganese. Therefore, an accurate evaluation of species
mass fractions in the unsteady metal flow is essential for
the correct prediction of the surface tension force in these
situations.

Thus, this paper presents the new transport-reaction equa-
tions of surfactant and relative species in the molten steel
together with the MHD and the enthalpy equations describ-
ing the flow in the weld pool. It takes into account sulfur
and manganese reversible chemical reaction and manganese
evaporation.

WELD POOL MODEL DESCRIPTION

Geometry and Mesh

We deal with two fitted steel plates each of size 80×40 mm2

and of thickness 2 mm put together, thus forming the whole
domain of dimensions 80 mm× 80 mm× 2 mm, Fig. 1. In
the figure, the red line shows the separation between pieces
by the plane y = 0.

Figure 1: Geometry and mesh of the domain, 2d-cut.

The mesh shown in Fig. 1 is orthogonal and composed of
1.4× 106 cells with the size of 1.25× 10−4 m in the finest
central square region of size 40×40 mm2.

Magnetohydrodynamics equations

The model is a system of incompressible Navier-Stokes and
Maxwell equations. For x ∈ R3, t > 0 and the state vector
(u, p,h,PR,A)t(x, t) we solve numerically :

Mass continuity equation :
∇(ρu) = 0, (1)
Momentum conservation :
∂(ρu)

∂t
+∇(ρu⊗u) =−∇ p+µ∆u+ j×B+Fb +Su

R, (2)

Speci f ic enthal py conservation :

∂(ρh)
∂t

+∇(ρuh) = ∇

(
λ

Cp
∇h
)
+ j ·E, (3)

Charge continuity equation :
∇(σ∇PR) = 0, (4)

Ampre′s circuital law :
∆A =−µ0j, (5)

with initial and boundary conditions detailed below. In
(1)-(5), u denotes the fluid velocity, p the total pressure,
h the specific enthalpy, PR the real part of the scalar elec-
tric potential and A the vector magnetic potential. The
thermodynamical properties of material are the density ρ,
the dynamic viscosity µ, the specific heat Cp, the thermal
conductivity λ and the electric conductivity σ, all varying as
functions of the temperature (Kim, 1975).

The source terms in the momentum equation (2) correspond
to the Laplace forces (expressed via the current density j
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and the magnetic field B), the buoyancy Fb and the Carman-
Kozeny term describing the velocity relaxation in the porous
media during the liquid-solid transition Su

R (Kozeny, 1927;
Carman, 1956). The buoyancy is expressed using Boussi-
nesq approximation:

Fb = ρre f [1−β(T )(T −Tre f )]g, (6)

with β the thermal expansion coefficient, Tre f the liquidus
temperature of the steel, ρre f the density of the steel at Tre f
and g the gravity. In the enthalpy conservation equation (3),
the rhs term j ·E represents the Joule effect, E denoting the
electric field.
The form of equations (4), (5) is based on two assumptions:
the fluid is supposed electrically neutral; the electric and
magnetic fields are quasi stationary. Using the simplified
Ohm’s law: j = σE, the system (1)-(5) is completed by the
following relations:

E =−∇ PR,

B = rot A.
(7)

Initial conditions

We fix the initial difference of the electric potential between
the electrodes U = 11 V as well as the current intensity
I = 135 A, thus giving the initial values to PR and A.
At t = 0, we consider the workpiece in a solid state at
ambient temperature T0 = 300 K, and atmospheric pres-
sure, p0 = 101325 Pa. Then, the corresponding values of
other properties for these values of pressure and tempera-
ture are : ρ0 = 7500 kg/m3, Cp,0 = 602 J K−1 kg−1 et u0 = 0.

Boundary conditions

The boundary conditions will be only detailed for the top
(heated) surface of the plates. On the other boundary faces
the default wall boundary conditions are fixed. Moreover, in
practice there is no mass or momentum flux on these sides
since they remain always in solid state.

• Pressure: ∂P/∂n = 0.

• Velocity: We fix u.n = 0 and add a flux related to the
weld pool surface tension variation, the surface tension
γ(c,T ) being a function of the temperature T and of the
chemical concentration of species composing the steel
c (Belton, 1976):

µ
∂u
∂n

= fl ·∑
i

∂γ(c,T )
∂ci

·∇ ci + fl ·
∂γ(c,T )

∂T
·∇ T. (8)

with the liquid fraction fl , defined as follows:

fl =


1, T > Tl ,

(T −Ts)/(Tl−Ts), Ts ≤ T ≤ Tl ,

0, T < Ts.

(9)

Among several surface active species which may be
found in the steel during melting, sulfur is one that may
be beforehand quantified since it is introduced in the
steel during steel making process. It is also known to
modify to a great extent the surface tension of binary
Fe-S alloys (Heiple and Roper, 1982).

The most general expression of the surface tension force
of the liquid metal containing surface active inclusions

(for instance, sulfur) and varying with temperature is
given by (Belton, 1976; Heiple and Roper, 1982; Sahoo
et al., 1988):

γ(cs,T ) = γ
0
m− Ã(T −Tm)−RT Γsln [1+Kas] , [N/m]

(10)
with

K = ke−∆H/RT , (11)

and with γ0
m the surface tension of a pure metal at Tf

(with no inclusions), Ã the opposite of ∂γ(cs,T )/∂T for
a pure material (without surface active inclusions), Γs
the excess of sulfur concentration in solute, R the gas
constant, k the segregation entropy, ∆H the heat of ad-
sorption and as the sulfur activity.
Then, considering a more recent work (McNallan and
DebRoy, 1991) which takes into account S-Cr interac-
tion in liquid steel, the expression of the surface tension
gradients induced by temperature and by sulfur concen-
tration are written in the following form :

∂γ(cs,T )
∂T

=−A−RΓs

[
ln(1+Kas)+

Kas

1+Kas

∆H−∆HCr
S

RT

]
,

∂γ(cs,T )
∂cs

=− RT KΓs

1+Kas
(12)

with

as = 10eCr
S [pct Cr] · [pct S], (13)

eCr
S =−94.2/T +0.0396 (14)

and with ∆HCr
S the partial molar enthalpy of Cr-S inter-

action in solute:

∆HCr
S =−94.2R[pct Cr] ln10. (15)

Expression (8) describes the phenomenon known as the
Marangoni effect which consists in the mass transfer
along an interface between two fluids due to surface ten-
sion gradient. The latter is one of the most important
forces acting in the weld pool.

• Enthalpy: The enthalpy flux fixed on the top surface
is composed of the Gaussian-distributed heat source,
radiative and convective heat exchange contributions
moving with the torch speed in the x-direction:

λ

Cp

∂h
∂n

=
ηUI
2πr2

H
exp
(
− r2

2r2
H

)
+εσSB(T 4−T 4

0 )+h(T−T0),

(16)
with rH the heat source dispersion, I the current inten-
sity, U the current tension, η the yield of the process,
σSB = 5.67× 10−8 W m−2 K−4 the Stefan-Boltzmann
constant, ε = 0.5 the emissivity of the weld pool sur-
face, T0 = 300 K the ambient temperature and h =
15 W m−2 K−1 the convective exchange coefficient.

• Scalar electric potential and vector magnetic potential:

σ
∂PR

∂n
=

I
2πr2

J
exp
(
− r2

2r2
J

)
,

1
µ0

∂A
∂n

= 0.
(17)

For the sake of simplicity, we assume the current source
dispersion rJ = rH .
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Species transport-reaction equations

Since the surface tension gradients (12) are highly depen-
dent on the sulfur concentration in the weld pool, it is es-
sential to know the sulfur concentration at each time and po-
sition in the weld pool. Thus, in this section we detail the
transport-reaction equations of the surface-active and related
species. For instance, it is well known that Manganese addi-
tion is used in steel making processes to capture sulfur par-
ticles in order to prevent the steel from hot cracking during
manufacturing. In fact, free-state sulfur atoms induce steel
liquefaction by forming liquid inclusions with Fe:

Fe+S→ FeS (18)

which are characterized by an extremely low melting point:
Tf (FeS) = 1261 K, thus reducing the melting point of the
steel alloy. This may result in hot cracking defects.

To overcome this problem, desulfurization agents such as
Manganese (Mn) are added in the steel during melting which
allows the liquid inclusions FeS to be replaced by solid inclu-
sions MnS with a higher melting point, Tf (MnS) = 1893 K:

Tf (MnS)> Tf (FeS).

Therefore, in the present work, we are interested in mod-
elling the following species-related phenomena:

• The sulfur content in the steel is limited to 0.03%
weighted percent, and the Manganese content to 2%.

• The chemical reaction between sulfur in solute and
Manganese to form MnS takes place during cooling at
Treac = 1853 K :

FeS+Mn→MnS+Fe. (19)

Since this reaction takes place at the temperature be-
low the MnS melting point, it results in solid inclusions
in liquid steel. These inclusions are created in the re-
gion with the appropriate temperature level and espe-
cially during the solidification.

• Manganese evaporation which takes place at temper-
atures T > 2000K depending on the saturation pressure
and boiling temperature (Pischke, 1994).

• Diffusion coefficients of species dependent on the
chemical composition of the steel are rather difficult to
determine at high temperatures. They are generally ex-
pressed as:

Di
304L(T ) = Di

0e(−Qi/RT ) [m2/s], (20)

with Di
0 the frequency factor and Qi activation energy.

Following some references (Potard, 1972; Chybanova,
2000), we found the following expressions of these co-
efficients for sulfur and Manganese:

DS
0 = 2.33×10−7 m2/s et QS = 52200 J/mol,

DMn
0 = 3.85×10−7 m2/s et QMn = 69500 J/mol.

(21)

• Thermophoresis (Soret effect). Considering Lewis
number which gives the rate of the thermal diffusion to
the mass diffusion is high enough, Le(T )≈ 102 as well

as Prandtl number which gives the rate of the momen-
tum diffusivity to the thermal diffusivity, Pr(T )≈ 0.05,
it seems that the thermophoresis is an important phe-
nomenon to be taken into account. It mainly depends on
the thermal gradient referred to the domain size. How-
ever, the definition of the thermo diffusion coefficient in
the liquid metal seems quite complicated, since most of-
ten found expressions are based on gas theory and never
for high temperature liquid (Talbot et al., 1980; Alam
et al., 2009).

In generalized form, the transport-reaction equation of Yi
species (S, Mn) is written :

∂t(ρYi)+∇(ρuYi)−∇

(
ρDYi

304L∇Yi

)
= ∇

[(
DYi

th
∇T
T

)
ρYi

]
−K(T )ρYiYj +SYi

evap, with K = K0e(−
Ea
RT )

(22)
with Yi the i-species mass fraction, Yi ∈ [0,1], DYi

304L the
mass diffusion coefficient of the i-species in the alloy (20),
DYi

th the thermophoretic diffusion coefficient of the i-species,
K(T ) the rate constant for a bimolecular phase reaction,
SYi

evap evaporation source term involved in Mn equation only.
Moreover, we note that the MnS chemical reaction takes
place at T = 1853 K. Then, the enthalpy equation in (1)-(5)
is modified to take into account these contributions: the
concentration gradients, the latent heat of evaporation and
chemical reaction contribution (though, in this case MnS
reaction is isothermal).

Equations (22) together with system (1)-(5), (7) with initial
and boundary conditions described in the previous section
allow a more physical modelling of the surface tension vari-
ations (8) in the case of important thermal and concentration
gradients.

RESULTS

The simulations were performed with Code_Saturne open
source CFD software developed by EDF (Archambeau
et al., 2004). It is devoted to unsteady single phase
simulations with complex reactive physics, turbulence
and scalar transport. It is mainly based on the pressure
correction algorithm and uses the finite volume numerical
schemes. For more detailed presentation, the reader is
referred to the technical documentation available online,
http://code-saturne.org.

Given the welding parameters :

• the initial difference of the electric potential U = 11 V ,

• the current intensity I = 135 A,

• the welding torch speed v = 16.3 cm/min,

as well as the geometry and the mesh described in “Ge-
ometry and Mesh“ section (Fig. 1) with the cell size of
1.25× 10−4 m and the time step ∆t = 10−3 s, we present
here some results coming from weld pool simulations of a
practical welding operation used as a validation test case.
The pieces to be welded include a discontinuity of the
chemical composition which corresponds for instance to
an initial discontinuity in sulfur content as shown in Fig.
2, 3 with Low sulfur content of 0.0008 wt% (blue) and
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High sulfur content of 0.005 wt% (red). In this example,
High sulfur material represents the filler metal often used in
welding operations to improve the weld pool penetration.

Figure 2: The sulfur mass fraction presenting a discontinuity (the
filler metal) at t = 0 s, top surface view, z = 0.002.

Figure 3: The sulfur mass fraction presenting a discontinuity (the
filler metal) at t = 0 s, x = 0 cut.

The results presented in Fig.4 - Fig.9 show the velocity,
pressure, temperature and surface tension gradient wrt the
temperature approximations as well as the spatial distri-
bution of the sulfur mass fraction in the weld pool at the
stationary state. We can see that the negative values of
the surface tension gradient wrt the temperature imply the
outward fluid velocities on the top surface which result in
more spreading weld pool.

We’ve also performed a sensitivity analysis of the results on
the mean sulfur content in the weld pool. It appeared that
the external weld pool width is decreasing with a growing
sulfur concentration and that at the same time, the internal
width is increasing for the sulfur content above 0.006 wt%.
This is a quite relevant conclusion which reflects the correct
treatment of the surface tension variation with sulfur content.
In fact, the surface tension force on the weld pool surface is
known to decrease with an increasing sulfur concentration.
Moreover, the surface tension gradient wrt the temperature
changes the sign when the sulfur concentration exceeds
0.005 wt%. Thus, the flow direction in the weld pool turns
opposite : we expect to have a more penetrating weld pool
for high sulfur concentration versus a more spreading one
for low sulfur content (Heiple and Roper, 1982; McNallan
and DebRoy, 1991).

Then, Figures 10 and 11 show the final weld pool shape in
a stationary state whose dimensions (external and internal
widths) are highly dependent on the initial sulfur content.
We compare these dimensions with the experimental data
provided by operating company for a welding operation
performed in the same operating conditions. We note that

Figure 4: The fluid velocity in the stationary regime, top surface
view with z = 0.002.

Figure 5: The pressure approximation in the stationary regime, top
surface view with z = 0.002.

Figure 6: The temperature approximation in the stationary regime,
top surface view with z = 0.002.

the data on the weld pool dimensions obtained in this case
are in quite good agreement (Table1).
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Figure 7: The surface tension gradient induced by temperature in
the stationary regime, top surface view with z = 0.002.

Figure 8: The sulfur mass fraction in the stationary regime, top sur-
face view with z = 0.002.

Figure 9: The sulfur mass fraction in the stationary regime, x =
0.005 cut.

Table 1: Comparison of weld pool dimensions

Simulation Measurement
External width (mm) 8.4 8.2
Internal width (mm) 4.26 4.5

CONCLUSION

Based on a practical case of a welding operation, we have in-
troduced in this paper a new transport - reaction equations for
surface active and related species which are involved in the
surface tension modelling when studying welding and metal
melting processes. This modelling is new and offers a tool
for the unsteady quantification of the sulfur content in the
molten steel all along the welding operation and the solidifi-
cation. It takes into account sulfur and manganese chemical
reaction, temperature dependent mass diffusion, manganese
evaporation and thermophoresis. Moreover, the surface ten-

Figure 10: Final weld bead shape, top surface view with z = 0.002.

Figure 11: Final weld bead shape, x = 0.005 cut.

sion law accounts for sulfur and chromium interaction, which
influences the sulfur surface activity. Some sensitivity analy-
sis has also been made to study the global effect of the sulfur
content on the weld pool dimensions. The numerical results
obtained with these simulations are in good agreement with
the experimental data, the conclusion which allows to vali-
date both the modelling and the numerical approach for the
present case.
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